IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2002 Permanent Weigh-In-Motion Data

District 1 - Mica Flats- US95 - .5 Mi. N. Kidd Cr. Rd.
Tuesday 1 October Thru Thursday 31 October 2002

Tota Traffic - All Lanes Included

Vehicle Direction of Travel
North Bound South Bound
Lane Lane | Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type% | Speed
0-30 146 23.51 23 566 0.59 23 712 0.73 23
30-35 44 7.09 34 117 0.12 33 161 0.17 33
35-40 50 8.05 39 170 0.18 38 220 0.23 38
40 — 45 15 2.42 45 526 0.55 43 541 0.56 43
45 -50 46 7.41 48 2356 2.44 49 2402 2.48 49
50-55 13 2.09 55 9928 10.30 54 9941 10.25 54
55 -60 59 9.50 59 | 28719 29.79 58 28778 29.66 58
60 — 65 35779 37.12 62 35779 36.88 62
65—-70 14144 | 14.67 67 14144 14.58 67
70-75 19 3.06 72 3326 3.45 72 3345 3.45 72
75-80 75 12.08 79 502 0.52 78 577 0.59 78
80-85 1 0.16 81 162 0.17 82 163 0.17 82
85 —140 153 24.64 115 99 0.10 98 252 0.26 108
Total by Lane 621 0.64 63 | 96394 99.36 61 97015 100.00 61
Total by Direction 621 0.64 63 | 96394 99.36 61
50" Percentile Speed 61
85" Percentile Speed 66




